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THE ELECTRON LINAC ON THE BASIS OF SYSTEM WITH
NONSYNCHRONOUS WAVES FOR NUCLEAR GEOPHYSICS

B. Bogdanovitch A. Nesterovitch, S. StepanpWEPhI, Moscow, Russia

Abstract central part of a collimator 5. The accelerating resonator
6 is connected by coupling cells 4 to the generating

In nuclear geophysics the chinkarottage at the minerals 'esonator 2, therefore a RF field of a similar type also is
search by means of radiation occurring in a ground witffXited in it. In collimator 5 area magnetic field comes to
presence of bremsstrahlung produced by electron lind€r0: SO the electron trajectories become rectilinear,
(Compton effect,y-y' reaction) is widely known. An parallel to a longitudinal axis. Then the insignificant part

induction electron linacs of LIA-0,5/50 type developed inOf e_Iectron flow, not captured in a g_eneratllon mode and
Institute  of the Electrophysical Equipment (St__havmg thg greate;t energy and rotation radiuses, gets into
Petershurg) have got the greatest advancement in Rus&g_celeratlng septmry 6. . )
Such devices have a diameter no more than 10 cm, len tHf magnetic field mducthn increases upon length this
about 3 m, electron current up to 50 A, electron energ art of electron beam is accelerated by means of
about 0,5 MeV and pulse duration of 50 ns. Linac, powenonsynchronous waves of 3y mode up to energy
supply system and control equipment are displaced in trabout 0.8 MeV. Thus the electrons accelerated get onto a
same cylindrical module. The electric power is suppliedungsten target 7 placed on lateral waveguide walls,
through cable from a source placed on a ground surfacproducing a flow of bremsstrahlung (pr radiation) in a
The signals from the control equipment are transmitted ttransverse direction. The back scattered radiation from
the ground board [1]. A lack of such system is the rathethe ground is registered by the detector (not shown in a
small efficiency, that is characteristic for induction linacs,Fig. 1). The face wall 8 of the accelerating resonator is
and limited service life in conditions of high temperaturesiesigned mobile, it's displacement is defined
(up to + 2000 ), caused by degradation of ferrite coresautomatically by condition of a resonators 2 and 6
of accelerating structure. frequencies resonance. It is carried out by the reversal
In the report given the results of preliminary researclengine 9, controlled automatically by comparison of
of the electron linac based on an auto resonarsignals from two detectors (are not shown in a Fig. 1). If a
accelerationprinciple are described. Such linacs havefrequency is deviated due to heating the automatic tuning
certain restrictions on energy and acceleration rate, bof a magnetic field value by change of a solenoids current
are represented as most effective for the geophysics tasksarried out.
decision by specific differences of single resonator

accelerating system [2]. 2 LINAC CALCULATED PARAMETERS

1 THE DEVICE DESIGN Generating and accelerating sections represent
rectangular resonators with the cross sizes 4<4namm
The principle of the accelerator action consists in RKoperating frequency ~ 2800 MHz). The length of
fields generation by cyclotron resonance maser typgenerating section is equal to 0.2 6.3 m, and
system. The scheme of the device is shown on Fig.1.  accelerating section has length about 1 m. The injection
The device operates in the following way. The tubulacurrent is equal to 40 A (after collimator - 0.5 A),
shaped electron flow, emitted the cathode 1, gets intimjection voltage is equal t60 kV, the pulse duration is
accelerating space between cathode and resonator 2 aglial to 2us, the repetition rate is about 50 Hz. The
begins to rotate as whole in the longitudinal magnetiaccelerating harmonic amplitude makes 50 kV/cm, pulsed
field of solenoid 3. Thus significant part of longitudinal accelerated current at an linac output - 0.1 A. The
electron energy transforms into a rotary movemeninagnetic field is equal to 0,05 T in generating section. In
energy. The rotating electron flow gets into the resonataiccelerating section the magnetic field raises from 0.05
2 and excites RF electromagneticgigmode in it. up to 0.12 T. Electrons get on thg tungsten target, thus
The significant part of electrons gives back their energfroducing a bremsstrahlung flow with intensity up to 1.5
to a RF field so electron beam radius of rotationr@d/hour. The cross dimensions of whole device does not

decreases, as it is shown in [3]. These particles gets orf¥c€€d 0.14 m, length (with the power supply system and
detector) is no more than 3 m.
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Figure 1: The scheme of device and magnetic field distribution ( 1 - electron source ring cathode;
2 - generating rectangular resonator; 3 - magnetic system coil; 4 - coupling cell (connects generating
and accelerating resonator); 5 - collimator of a tubular beam; 6 - accelerating rectangular resonator;
7 - target; 8 - accelerating resonator mobile wall; 9 - reversal engine).
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